
【FEATURES】

Audio Capabilities

Sample Rates

Network audio latency

Bit Depth

Channel isolation

Frequency response

Maximum input/output level

Dynamic range

Words put gain

Common mode rejection ratio

Harmonic distortion + noise 

Hardware

Analog audio channel

Network audio channel

Power supply

Phantom power supply

Analog Interfaces

Network

Size

Net weight

44.1/48/88.2/96 KHz

1 ~ 10 ms

24 Bit

84DB, A weighting, re+4dBu

±0.3DB 20Hz-20kHz

14DBU@1kHz, THD+N≤1%

110DB, A weighting

0\15\20\24 DB 4 files
≥50DB @1kHz, re+4dBu

0.005%@re +4dBu, A weighting, 1kHz

4 IN, 4 OUT

4 IN, 4 OUT

12VDC, 1.5A, PoE power supply

48V, 10MA, Ripple≤10MV

Phoenix Interface

100Mbps

108*149*45mm

0.7 kg

【SPECIFICATIONS】
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8 x 8 Channel Network Audio Processor

8 IN 8 OUT Channels :
4 Analog Channels / 4 Network Channels

AES67 Protocol:
Ultra-low latency with lossless audio quality 

Powerful DSP Function: 
Support life time OTA Upgrade & Splice

Intelligent Combination:
With Multiple Devices For More Channels

DMX-208/208A


